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OLED2 FEATURES

Breakthrough interface that marries the magic and beauty of
touchscreen technology, with the simplicity of a keypad

Customizable using ATON software

Capable of controlling 13 sources including non-audio 
(example lighting, cameras, etc)

Pre-programmed to control the AH66T, the tuner,
and iPort iPod docks

3 Interchangeable fi lms and faceplates (White, Ivory, Almond) 
packed in every keypad

AH66T FEATURES

6-zone multi-room audio controller, “stackable” to 2 chassis for 
a 12 zone system

Integrated AM/FM tuner with RDS metadata plus

6 additional audio source inputs

AM/FM tuner pre-outputs to share tuners between chassis when 
“stacked”

60 Watts of audio power per zone

Dedicated 3.5mm IR inputs — for every zone with discrete IR code 
set available

2 built-In RS232 ports for iPod metadata and lighting control

iPort™ iPod Dock metadata ready!

Lutron™ Radio Ra2® codes preloaded

Variable or fi xed pre-amp outputs for every zone

Sirius drivers built-in ready for SCH2P or SRH2000

Compatible with the ATON HDR44 video switcher 

Accommodates up to (2) keypads per zone

Paging/Doorchime is compatible with ELAN C2 Communications

Wholehouse paging, doorchime, and door station features

System and zone trigger outputs

SPST relay for controlling 3rd party devices

Installs and sets up without a PC ready to run 2 iPort™ docks and 
IR controlled sources

Setup software available for download and allows customization 
and full macro programmability

Rack mountable using the RMK3 3U Rack Mount Kit Sold Separately

Available in 120VAC and 240VAC versions

2 Year Limited Warranty

OLED2 SPECIFICATIONS

General

Screen Size   . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  3 3/4" Diagonal

Viewing Angle . . . . . . . . . . . . . . . . 180° up/down, 180° left/right

Operating Temp . . . . . . . . . . . . . . . . . . 32°F - 104°F / 0° - 40°C

Power Requirements . . . . . . . . . . . . . . . . . . . . . . . .12vdc / 150ma

Rough-In . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 2 Gang

Warranty  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2 Years Limited

OLED Display

Type   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   2.0" Organic LED

Colors . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65K

Resolution . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 220 x 176

AH66T SPECIFICATIONS

General

Keypad RJ45 Inputs   . . . . . . . . . . . . . . . 300ma @ 12vdc per zone

Power Requirements . . . . . . . . . . . . . . . . . . . . . . .12VAC 50/60 Hz

Power Consumption . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 440 W

Weight

Unit Weight / Carton Weight . . . 25lbs (11.3kg) / 28lbs (12.7kg)

Dimensions

With Feet . . . . . . . . . . . . . . . . . . . . . . 17"W x 4 1/8"H x 16 1/2"D

AH66TKT CONTAINS:  
• AH66T Multi-Source/Multi-Zone Controller 
• OLED2 Color Touchpads (6)
• IR Emitters (4) & Talkback Emitters (4)
• AM Antenna (1)
• FM Antenna (1)
• DB-9 Male to RJ45 Adapters (2)

• DB-9 Female to Null RJ45 Adapter (1)
• RJ45 568A CAT-5 Cables (2)
• Detachable Line Cord (1)
• 4-Pin Connectors (6)
• 3-Pin Connectors (1) 


